	Boot you router while pressing CTRL and Break on the keyboard you should then enter ROM monitor mode.

The following makes the flash point to the right location.

at the prompt type o/r 0x2142 then return

type i then return

type n then return

type enable then return

type copy run start 

 type configure terminal then return

type config register 0x2102 then return

type CTRL Z 

type copy run start

type reload

	

	


	from rommon 1 > tftpdnld
you should get an error message that says you need all these variables set, so use this example procedure to set them:
rommon 1 >IP_ADDRESS=123.45.67.8
rommon 2 >SUBNET_MASK=255.255.255.0
rommon 3 >DEFAULT_GATEWAY=123.45.67.1
rommon 4 >TFTP_SERVER=123.45.67.10
rommon 5 >FILE=c2600-i-mz-122.2-7.bin
rommon 6 >tftpdnld
Do you want to erase flash? Y
Continue? Y
Really? Y

	

	


If you cannot use  tftpdnld command (depending on IOS) see next page for configuring those settings for AUX port configuration.

	
	You can change the speed of the aux port
when you are in rommon you can´t use tftp, only xmodem
the procedure is the folowing
Using the ROMmon confreg Utility

This procedure is valid for the Cisco 2600 and 3600.

rommon 2 > confreg

    Configuration Summary
enabled are:
load rom after netboot fails
console baud: 9600
boot: image specified by the boot system commands
      or default to: cisco2-C3600

do you wish to change the configuration? y/n  [n]:  y
enable  "diagnostic mode"? y/n  [n]:   

!--- Pressing "Enter" accepts the default (value between the brackets).
                                   
enable  "use net in IP bcast address"? y/n  [n]:  
disable  "load rom after netboot fails"? y/n  [n]:  
enable  "use all zero broadcast"? y/n  [n]:  
enable  "break/abort has effect"? y/n  [n]:  
enable  "ignore system config info"? y/n  [n]:  
change console baud rate? y/n  [n]:  y
enter rate: 0 = 9600,  1 = 4800,  2 = 1200,  3 = 2400
            4 = 19200, 5 = 38400, 6 = 57600, 7 = 115200  [7]:  7
change the boot characteristics? y/n  [n]: 

    Configuration Summary
enabled are:
load rom after netboot fails
console baud: 115200
boot: image specified by the boot system commands
      or default to: cisco2-C3600
      
do you wish to change the configuration? y/n  [n]:  
      
You must reset or power cycle for new config to take effect

	

	

	

	

	


If you lost the password here is the procedures

enter rommon mode (ctrl, break)

	
	



	

	
	
	From the ROM monitor prompt, set the configuration register value to 0x142. This causes the router to bypass the configuration contents stored in NVRAM upon next bootup. To do this, type:

> confreg 0x142 

	
	

	
	
	

	


	
	



	

	
	
	Once the configuration register has been changed, initialize and reboot the router by typing the following:

> reset 

The router will reboot itself.

	
	

	
	
	

	


	
	



	

	
	
	After the router boots up, you will be prompted if you want to enter the initial configuration dialog. Type "n" for no.

Note: If you accidentally enter the initial configuration dialog, abort by typing: <CTRL-C>.

	
	

	
	
	

	


	
	



	

	
	
	Enter privileged EXEC mode by typing the enable command. No password will be required. The prompt will change to Router(boot)#.

Router> enable
Router#

	
	

	
	
	

	


	
	



	

	
	
	Load the original configuration back into the router. There are two equivalent ways of doing this depending on the software version you are running.

Router# copy startup-config running-config
For IOS Releases 11.0 and above 

OR 

Router# config mem
For IOS Releases prior to 11.0 

Note: If the router has originally been configured with a hostname, the prompt will now change to router_name# 

	
	

	
	
	

	


	
	



	

	
	
	Restore the configuration register and exit configuration mode. The configuration register must be reset so the router will properly boot using the configuration now stored in NVRAM.

Router(config)# config-reg 0x2102
Router(config)# end 

	
	

	
	
	

	


	
	



	

	
	
	Save changes

Router# copy running-config startup-config
For IOS Releases 11.0 and above

OR Router# write memory
For IOS Releases prior to 11.0 

	
	

	
	
	

	


	
	



	

	
	
	Reload the router

Router# reload 
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